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APPLICATION	 Low to medium hydraulic pressure lines. Suitable for conveying petroleum based hydraulic 	
	 fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 

	 Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 	
	 gas permeation and venting to the atmosphere.  

CONSTRUCTION	 Hydraulic oil resistant special synthetic rubber

REINFORCEMENT	 1 High tensile synthetic textile braid

COVER	 Oil, abrasion, ozone and weather resistant special synthetic rubber

TEMPERATURE RANGE	 -40°C / +100°C   (-40°F / +212°F)

EN 854 1TE

	2020065237	 -03	 3/16	 4,8	 10,7	 25	 363	 100	 35	 95

	2020065238	 -04	 1/4	 6,4	 12,3	 25	 363	 100	 45 	 110

	2020065239	 -05	 5/16	 8	 13,9	 20	 290	 80	 65 	 130

	2020065240	 -06	 3/8	 9,5	 15,5	 20	 290	 80	 75 	 155

	2020065241	 -08	 1/2	 12,7	 19	 16	 232	 64	 90 	 200

	2020065242	 -10	 5/8	 16	 22.6	 16	 232	 64	 115	 255

	2020065243	 -12	 3/4	 19	 25.8	 12	 174	 48	 135	 305

	2020065244	 -16	 1	 25,4	 33,2	 12	 173	 48	 165 	 455
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APPLICATION	� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 	
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 

	 �Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 	
gas permeation and venting to the atmosphere.  

CONSTRUCTION	 Hydraulic oil resistant special synthetic rubber

REINFORCEMENT	 2 High tensile synthetic textile braid

COVER	 Oil, abrasion, ozone and weather resistant special synthetic rubber

TEMPERATURE RANGE	 -40°C / +100°C   (-40°F / +212°F)

EN 854 2TE

	2020065245	 -03	 3/16	 4,8	 11,8	  80	 1160	 320	 25	  115	

 2020044947	 -04	 1/4	 6,4	 13,4	  75	 1088	 300	 40	  145	

	2020065246	 -05	 5/16	 8	 14,9	  68	 986	 272	 50	  165	

	2020065247	 -06	 3/8	 9,5	 16,5	  63	 914	 252	 60	  190	

	2020044698	 -08	 1/2	 12,7	 19,7	  58	 841	 232	 70	  230	

	2020040735	 -10	 5/8	 16	 23,9	  50	 725	 200	 90	  315

	2020044697	 -12	 3/4	 19	 27	  45	 653	 180	 110	  370	

	2020044948	 -16	 1	 25,4	 34,4	  40	 580	 160	 150	  540	

	2020044945	 -20	 1.1/4	 31,8	 41,4	  40	 580	 160	 170	  705	

 2020065248	 -24	 1.1/2	 38,1	 48,1	  30	 435	 120	 190	  835	
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APPLICATION	�� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 

	 �Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 	
gas permeation and venting to the atmosphere.  

CONSTRUCTION	 Hydraulic oil resistant special synthetic rubber

REINFORCEMENT	 3 High tensile synthetic textile braid

COVER	 Oil, abrasion, ozone and weather resistant special synthetic rubber

TEMPERATURE RANGE	 -40°C / +100°C  (-40°F / +212°F)

EN 854 3TE

2020065249	 -03	 3/16	 4,8	 12,8	  160	 2320	 640	 40 	 135

2020065250	 -04	 1/4	 6,4	 14,4	 145	 2103	 580	 45 	 165

2020065251	 -05	 5/16	 8	 16,9	 130	 1885	 520	 55 	 215

2020065252	 -06	 3/8	 9,5	 18,5	 110	 1595	 440	 70	 240

2020065253	 -08	 1/2	 12,7	 21,7	 93	 1349	 372	 85	 295

2020065254	 -10	 5/8	 16	 25,9	 80	 1160	 320	 105 	 400

2020065255	 -12	 3/4	 19	 29	  70	 1015	 280	 130	 455

2020065256	 -16	 1	 25,4	 35,9	  55	 798	 220	 150	 610

2020044949	 -16	 1.1/4	 31,8	 42,3	 45	 653	 180	 190 	 745

2020065257	 -16	 1.1/2	 38,1	 49,6	  40	 580	 160	 240 	 950

2020044946	 -16	 2	 50.8	 62,3	 33	 480	 132	 300 	 1265

2020065258	 -16	 2.3/8	 60	 72	 25	 363	 100	 400	 1535

2020065259	 -16	 3.1/8	 80	 94	 18	 260	 72	 500	 1980

2020065260	 -16	 3.15/16	 100	 116	 10	 145	 40	 600	 2645
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APPLICATION	� Low pressure suction and delivery lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.  

CONSTRUCTION	 Oil resistant synthetic rubber

REINFORCEMENT	� 2 textile reinforcements with steel helical body wire

COVER	 Environment resistant synthetic rubber

TEMPERATURE RANGE	 -40°C / +100°C   (-40°F / +212°F)

SAE 100 R4

2020065263	 -10	 5/8 	 16	 26,0  	 21 	 84 	 64 	 60

2020065264	 -12	 3/4 	 19	 29,0	 21	 84	 95	 60

2020065265	 -16	 1 	 25,4	 35,4	 17	 68	 125	 70

2020050524	 -20	 1.1/4 	 31,8	 41,8	 14	 56	 160	 90

2020024875	 -24	 1.1/2 	 38,1	 49	 10	 40	 200	 110

2020045184	 -32	 2 	 51	 62,0	 7	 28	 255	 135

2020065266	 -40	 2.1/2 	 63,5	 76,5	 5	 20	 315	 190

2020065272	 -48	 3 	 76,2	 89,2	 5	 20	 380	 250

2020065267	 -56	 3.1/2 	 89	 102	 5	 20	 400	 280

2020065268	 -64	 4 	 102	 115,0	 5	 20	 510	 380
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APPLICATION	 �Medium pressure hose lines. Suitable for conveying petroleum based hydraulic fluids and 
lubricating oils, diesel fuels, crude fuel oil and anti-freeze. Widely used in automotive air 
brake systems. 

CONSTRUCTION	 Special synthetic rubber

REINFORCEMENT	 High tensile synthetic textile

COVER	 Abrasion, ozone and weather resistant special black synthetic rubber

TEMPERATURE RANGE	 -40°C / +80°C   (-40°F / +176°F)

APPLICATION	 �10 Bar working pressure hose. Suitable for conveying petroleum based hydraulic fluids and 
lubricating oils, diesel fuels, crude fuel oil and anti-freeze. Widely used in automotive air 	
brake and clutch systems for commercial vehicles and cars. 

CONSTRUCTION	 Special synthetic rubber

REINFORCEMENT	 High tensile synthetic textile

COVER	 Abrasion, ozone and weather resistant special black synthetic rubber

TEMPERATURE RANGE	 -40°C / +80°C   -40°F / +176°F

SAE J1402 AIR BRAKE

DIN 74310 AIR BRAKE

	 2020000185	 -06	 3/8	 9,5	 19	 20.7	 300	 62	 89	 260	  

	 2020000229	 -08	 1/2	 13	 22,2	 20.7	 300	 62	 102	 325	  

	 2020065269	 -10	 5/8	 16	 26,9	 20.7	 300	 62	 114 	 475	  

	 2020065270	 -07	 7/16	 11	 18 	 10	 145	 25	 89 	 215

	 2020065271	  -08	 1/2	 13	 25	  10	 145	 25	 102	  480
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2020000141	 3/16	 4,8	 9,5	 11,8	 250	 3625	 1000	 90	 0,19 

2020000150	 1/4	 6,4	 11,1	 13,4	 225	 3265	 900	 100	 0,21 

2020000173	 5/16	 7,9	 12,7	 15,0	 215	 3120	 850	 115	 0,24 

2020000192	 3/8	 9,5	 15,1	 17,4	 180	 2610	 720	 125	 0,33 

2020000234	 1/2	 12,7	 18,3	 20,6	 160	 2320	 640	 180	 0,41 

2020000262	 5/8	 15,9	 21,4	 23,7	 130	 1885	 520	 200	 0,45 

2020000280	 3/4	 19,0	 25,4	 27,7	 105	 1525	 420	 240	 0,58 

2020000301	 1	 25,4	 33,3	 35,6	 88	 1275	 350	 300	 0,88 

	 	 1.1/4	 31,8	 40,5	 43,5	 63	 915	 250	 420	 1,23 

2020000326	 1.1/2	 38,1	 46,8	 50,6	 50	 725	 200	 500	 1,51 

2020000335	 2	 50,8	 60,2	 64,0	 40	 580	 160	 630	 1,97

APPLICATION	� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.
Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 
gas permeation and venting to the atmosphere. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

SAE DIN EN 853 1SN
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2020043517	 3/16	 4,8	 11,1	 13,4	 415	 6020	 1650	 90	 0,31

2020000163	 1/4	 6,4	 12,7	 15,0	 400	 5800	 1600	 100	 0,33 

2020000176	 5/16	 7,9	 14,3	 16,6	 350	 5075	 1400	 115	 0,39 

2020000208	 3/8	 9,5	 16,7	 19,0	 330	 4785	 1320	 125	 0,50 

2020000246	 1/2	 12,7	 19,8	 22,2	 275	 3990	 1100	 180	 0,59 

2020000265	 5/8	 15,9	 23,0	 25,4	 250	 3625	 1000	 200	 0,71 

2020000286	 3/4	 19,0	 27,0	 29,3	 215	 3120	 860	 240	 0,86 

2020000305	 1	 25,4	 34,9	 38,1	 165	 2395	 660	 300	 1,28 

2020000319	 1.1/4	 31,8	 44,5	 48,3	 125	 1815	 500	 420	 2,02 

2020000328	 1.1/2	 38,1	 50,8	 54,6	 90	 1305	 360	 500	 2,20 

2020000337	 2	 50,8	 63,5	 67,3	 80	 1160	 320	 630	 2,85

APPLICATION	� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.
Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 
gas permeation and venting to the atmosphere. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 2 High tensile steel braids		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

SAE 100R 2AT EN 853 2SN
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WARNING
When using hoses for air and inert gases, the hose cover should be pricked to allow gas permeation and venting to atmosphere.
Consider using spring guard or wire armour for protection of all hoses.
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DIN EN 857 1SC

2020000147	 1/4	 6,4	 10,2	 13,5	 225	 3262	 900	 75	 0,18 

2020065278	 5/16	 7,9	 11,5	 14,5	 215	 3117	 860	 85	 0,21 

2020000189	 3/8	 9,5	 13,6	 16,9	 180	 2610	 720	 90	 0,28 

2020000233	 1/2	 12,7	 17,0	 20,4	 160	 2320	 640	 130	 0,33 

2020065279	 5/8	 15,9	 20,4	 23,0	 130	 1885	 520	 150	 0,41 

2020035915	 3/4	 19,0	 23,8	 26,7	 105	 1522	 420	 180	 0,52 

2020000300	 1	 25,4	 31,3	 34,9	 88	 1276	 352	 230	 0,78

APPLICATION	� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.
Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 
gas permeation and venting to the atmosphere. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

2020000162	 1/4	 6,4	 11,2	 14,2	 400	 5800	 1600	 75	 0,28 

2020048195	 5/16	 7,9	 12,7	 16,0	 350	 5075	 1400	 85	 0,33 

2020000206	 3/8	 9,5	 15,0	 18,3	 330	 4785	 1320	 90	 0,42 

2020000243	 1/2	 12,7	 18,3	 21,5	 275	 3987	 1100	 130	 0,52 

2020000264	 5/8	 15,9	 21,4	 24,7	 250	 3625	 1000	 170	 0,61 

2020000285	 3/4	 19,0	 25,5	 28,6	 215	 3117	 860	 200	 0,79 

2020000304	 1	 25,4	 33,4	 36,6	 165	 2392	 660	 250	 1,10

DIN EN 857 2SC

APPLICATION	� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.
Beware when using hoses for air or inert gases, hose cover requires to be pricked to allow 	
gas permeation and venting to the atmosphere. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 2 High tensile steel braids		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)
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WARNING
When using hoses for air and inert gases, the hose cover should be pricked to allow gas permeation and venting to atmosphere.
Consider using spring guard, spiral guard or wire armour for protection of all hoses.
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

2020046157	 1/4	 6,4	 10,0	 11,8	 290	 4205	 1160	 40	 0,18 

2020046155	 5/16	 7,9	 11,6	 13,6	 250	 3625	 1000	 55	 0,22 

2020046156	 3/8	 9,5	 13,7	 16,5	 230	 3335	 920	 65	 0,29 

2020046154	 1/2	 12,7	 16,9	 19,0	 200	 2900	 800	 80	 0,35 

2020046153	 5/8	 15,9	 20,5	 22,3	 150	 2175	 600	 105	 0,43 

2020046152	 3/4	 19,0	 24,0	 26,2	 125	 1812	 500	 120	 0,57 

2020046151	 1 	 25,4	 31,3	 34,0	 110	 1595	 440	 160	 0,82 

	2020065280	 1 .1/4	 31,8	 40,5	 44,0	 100	 1450	 400	 300	 1,28

STAUFFPAC 1 SNK	 Compact Hose

APPLICATION	 Compact hose medium to high pressure lines. Suitable for conveying petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids 	
	 and air. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

Impulse tested to 700,000 cycles

|   |
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  |   |   |   |   |      |   |
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For information on
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COVER
INCH MM OD BAR PSI BAR MM KG/M

2020046150	 1/4	 6,4	 13,4	 450	 6530	 1800	 45	 0,29 

2020046147	 5/16	 7,9	 15,0	 420	 6095	 1680	 60	 0,34 

2020046148	 3/8	 9,5	 17,4	 385	 5515	 1540	 70	 0,44 

2020046146	 1/2	 12,7	 20,6	 345	 4715	 1380	 90	 0,54 

2020046145	 5/8	 15,9	 23,7	 290	 4205	 1160	 130	 0,63 

2020046144	 3/4	 19,0	 27,7	 280	 3625	 1120	 160	 0,84 

2020046143	 1 	 25,4	 35,6	 200	 2755	 800	 210	 1,14 

	2020065281	 1 .1/4	 31,8	 43,5	 175	 2540	 700	 300	 1,52

STAUFFPAC 2 SNK	 Compact Hose

APPLICATION	 Compact hose medium to high pressure lines. Suitable for conveying petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based  
	 fluids and air.  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 2 High tensile steel braids		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

Impulse tested to 1 million cycles full omega [1.1/4" to 200,000 cycles]
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2020065282	 3/8	 9,5	 15,5	 18,8	 425	 6162	 1700	 110	 0,50 

	2020065283	 1/2	 12,7	 19,2	 22,0	 380	 5510	 1520	 130	 0,63 

2020065284	 5/8	 15,9	 21,6	 24,7	 350	 5075	 1400	 180	 0,78

2020065285	 3/4	 19,0	 26,6	 29,3	 280	 4060	 1120	 210	 1,00

2020065286	 1	 25,4	 33,8	 36,2	 230	 3335	 920	 240	 1,35

SUPERPAC SPC 2	 Compact Hose

APPLICATION	�� Medium to high pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 
Impulse tested to 400,000 cycles and 50% reduced bend radius than standard one braided 	
SAE specification hose. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

Impulse tested to 400,000 cycles

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue
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2020065287	 3/8	 9,5	 17,0	 21,4	 500	 7250	 2000	 120	 0,72 

2020065288	 1/2	 12,7	 20,2	 24,2	 470	 6815	 1880	 160	 0,89 

2020065289	 5/8	 15,9	 23,8	 28,1	 410	 5945	 1640	 210	 1,07 

2020065290	 3/4	 19,0	 27,8	 31,8	 375	 5437	 1500	 260	 1,32 

2020065291	 1	 25,4	 34,9	 39,0	 310	 4495	 1240	 310	 1,82

SUPERPAC SPC 3	 Compact Hose

APPLICATION	� Extremely High pressure hydraulic lines. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 3 High tensile steel braids		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)

Impulse tested to 400,000 cycles

For information on
HOSE PROTECTION 

PRODUCTS
    See Safeplast
    Catalogue 
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2020065292	 1/4	 6,4	 10,5	 12,5	 210	 3045	 840	 45	 0,19 

2020065293	 5/16	 7,9	 12,0	 14,3	 210	 3045	 840	 50	 0,22 

2020065294	 3/8	 9,5	 13,9	 16,5	 210	 3045	 840	 60	 0,27

2020065295	 1/2	 12,7	 17,6	 19,7	 210	 3045	 840	 85	 0,46

STAUFFAgroflex	 Compact Hose

APPLICATION	 Constant 210 bar working pressure hose across all sizes. Suitable for petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids 	
	 and air. Lightweight and flexible due to a reduced bend radius. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue
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2020040730	 3/16	 4,8	 8,7	 10,5	 120	 1740	 480	 20	 0,13

2020065296	 1/4	 6,4	 9,9	 11,7	 125	 1812	 500	 30	 0,17 

2020065297	 5/16	 7,9	 11,7	 13,5	 125	 1812	 500	 40	 0,19 

2020065298	 3/8	 9,5	 13,0	 14,6	 125	 1812	 500	 50	 0,25 

2020065299	 1/2	 12,7	 16,2	 18,0	 125	 1812	 500	 60	 0,31

STAUFFPilot	 Compact Hose

APPLICATION	 Constant 125 bar working pressure hose across all sizes. Suitable for petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based 		
	 fluids and air. Lightweight and flexible due to a reduced bend radius. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid		

TEMPERATURE RANGE 	 -40°C +100°C (120°C Max)



HIGH PRESSURE
HOSE2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |   |   |   |

R

000000100
10SAP1010
101010000
100011111

2020000224	 3/8	 9,5	 17,5	 21,4	 445	 6452	 1780	 180	 0,78 

2020000256	 1/2	 12,7	 20,2	 24,6	 415	 6017	 1660	 230	 0,93 

2020000271	 5/8	 15,9	 23,8	 28,2	 350	 5075	 1400	 250	 1,17 

2020000291	 3/4	 19,0	 28,2	 32,2	 350	 5075	 1400	 300	 1,48 

2020000310	 1	 25,4	 35,3	 39,7	 320	 4640	 1280	 340	 2,02

2020000320	 1.1/4	 31,8	 46,0	 50,8	 210	 3045	 840	 460	 3,05 

2020000329	 1.1/2	 38,1	 52,4	 57,2	 185	 2682	 740	 560	 3,52 

2020000338	 2	 50,8	 65,3	 69,8	 165	 2392	 660	 660	 5,20

DIN EN 856 4SP	 Multispiral Hose

APPLICATION	� High pressure hydraulic hose. Suitable for conveying petroleum based hydraulic 		
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.  
All STAUFF Flex Spiral hose is fully branded Flame Resistant US MSHA approval N0.IC-188 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers		

TEMPERATURE RANGE 	 -40°C +121°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue



HIGH PRESSURE
HOSE 2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |   |   |   |

R

000000100
10SAP1010
101010000
100011111

2020000272	 3/4	 19,0	 28,4	 32,2	 420	 6090	 1680	 280	 1,53 

2020000293	 1	 25,4	 35,2	 38,7	 380	 5510	 1520	 340	 2,06 

2020000312	 1.1/4	 31,8	 41,9	 45,5	 345	 5002	 1380	 460	 2,46 

2020000323	 1.1/2	 38,1	 48,8	 53,5	 290	 4205	 1160	 560	 3,35 

2020000331	 2	 50,8	 63,2	 68,1	 250	 3625	 1000	 700	 4,55

DIN EN 856 4SH	 Multispiral Hose

APPLICATION	� High pressure hydraulic hose. Suitable for conveying petroleum based hydraulic 		
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.  
All STAUFF Flex Spiral hose is fully branded Flame Resistant US MSHA approval N0.IC-188 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers		

TEMPERATURE RANGE 	 -40°C +121°C

All STAUFF Flex Spiral hose is fully branded: Flame Resistant US MSHA APPROVAL NO.IC-188

For information on
INTERLOCK HOSE 

COUPLING
FERRULES

see separate
 Catalogu



HIGH PRESSURE
HOSE2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065300	 1/4	 6,4	 12,3	 14,4	 350	 5075	 1400	 50	 0,26

2020065301	 5/16	 7,9	 13,3	 15,7	 297	 4310	 1188	 55	 0,31 

2020065302	 3/8	 9,5	 15,8	 18,8	 280	 4060	 1120	 65	 0,40

2020065303	 1/2	 12,7	 19,0	 21,9	 245	 3555	 980	 90	 0,48 

2020065304	 5/8	 15,9	 22,4	 25,4	 192	 2785	 768	 100	 0,55

2020065305	 3/4	 19,0	 26,2	 28,9	 157	 2280	 628	 120	 0,71

2020065306	 1	 25,4	 34,0	 36,5	 140	 2030	 560	 150	 1,00

SAE 100 R16

APPLICATION	� Medium to high pressure lines. Suitable for conveying petroleum based hydraulic fluids, 
synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 
50% reduced bend radius than standard two braided SAE specification hose.   

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 2 High tensile steel braids

TEMPERATURE RANGE	 -40°C +100°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue



HIGH PRESSURE
HOSE 2

 	       	
 	      	

 	      	
 	       	

SAE 100 R16 S

APPLICATION	� Medium to high pressure lines. Suitable for conveying petroleum based hydraulic fluids, 
synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 
50% reduced bend radius than standard two braided SAE specification hose.  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 2 High tensile steel braids

TEMPERATURE RANGE	 -40°C +100°C

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065347	 1/4	 6,5	 11,2	 12,8	 400	 5800	 1600	 50	 0.26

2020065348	 5/16	 8,0	 12,5	 14,5	 350	 5075	 1400	 55	 0.31

2020065349	 3/8	 9,6	 14,4	 16,2	 330	 4785	 1320	 65	 0.40

2020065350	 1/2	 12,8	 17,5	 19,4	 275	 3987	 1100	 90	 0.48

2020065351	 5/8	 16,0	 21,5	 23,4	 250	 3625	 1000	 100	 0.55

2020065352	 3/4	 19,1	 25,1	 26,9	 215	 3117	 860	 120	 0.71

2020065353	 1	 25,5	 32,3	 34,8	 165	 2392	 660	 150	 1.00,,



HIGH PRESSURE
HOSE2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

SAE 100 R17

APPLICATION	 Constant 210 bar working pressure hose across all sizes. Suitable for petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based 		
	 fluids and air.

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 1 High tensile steel braid up to 1/2

	 2 braids 5/8 and above

TEMPERATURE RANGE	 -40°C +100°C

2020065314	 1/4	 6,4	 10,5	 12,5	 210	 3000	 840	 50	 0,19

2020065315	 5/16	 7,9	 12,0	 14,3	 210	 3000	 840	 55	 0,22 

2020065316	 3/8	 9,5	 13,9	 16,5	 210	 3000	 840	 65	 0,27

2020065317	 1/2	 12,7	 17,6	 19,7	 210	 3000	 840	 90	 0,46 

2020065318	 5/8	 15,9	 21,9	 24,0	 210	 3000	 840	 105	 0,57

2020065319	 3/4	 19,0	 25,7	 28,0	 210	 3000	 840	 125	 0,78

	2020065320	 1	 25,4	 33,8	 36,2	 210	 3000	 840	 150	 1,40



HIGH PRESSURE
HOSE 2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065321 	 3/8	 9,5	 17,2	 20,3	 280	 4060	 1120	 125	 0,70 

2020065322	 1/2	 12,7	 20,7	 23,8	 280	 4060	 1120	 180	 0,84 

2020065323	 5/8	 15,9	 24,6	 27,4	 280	 4060	 1120	 200	 1,10 

2020065324	 3/4	 19,0	 27,7	 30,7	 280	 4060	 1120	 240	 1,33 

2020065325	 1	 25,4	 34,9	 38,0	 280	 4060	 1120	 300	 1,85 

2020065326	 1.1/4	 31,8	 43,9	 47,0	 210	 3045	 840	 420	 2,65 

2020065327	 1.1/2	 38,1	 50,4	 53,5	 175	 2537	 700	 500	 3,20 

2020065328	 2	 50,8	 63,7	 66,7	 175	 2537	 700	 630	 4,50

DIN EN 856 SAE 100 R12

APPLICATION	� Medium pressure hydraulic hose. Suitable for conveying petroleum based hydraulic fluids, 
synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 
All STAUFF Flex Spiral hose is fully branded Flame Resistant US MSHA approval 
N0.IC-188  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers

TEMPERATURE RANGE	 -40°C +121°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue



HIGH PRESSURE
HOSE2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020048203 	 3/4	 19,0	 29,2	 32,0	 350	 5075	 1400	 240	 1,65 

2020000298 	 1	 25,4	 35,9	 39,2	 350	 5075	 1400	 300	 2,25 

2020000314 	 1.1/4	 31,8	 46,8	 49,8	 350	 5075	 1400	 420	 3,60 

2020000324 	 1.1/2	 38,1	 54,0	 57,3	 350	 5075	 1400	 500	 4,75 

2020000333 	 2	 50,8	 68,4	 71,9	 350	 5075	 1400	 630	 6,90

DIN EN 856 SAE 100 R13 

APPLICATION	� Extremely high pressure hydraulic hose. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.  
All STAUFF Flex Spiral hose is fully branded Flame Resistant US MSHA approval 
N0.IC-188  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers up to 1"

	 6 steel wire spiral layers 1.1/4" and above

TEMPERATURE RANGE	 -40°C +121°C

For information on
INTERLOCK HOSE 

COUPLING
FERRULES

 see separate
  Catalogue
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020000279 	 3/4	 19,0	 32,9	 36,1	 420	 6090	 1680	 265	 1,50 

2020000299 	 1	 25,4	 38,9	 42,9	 420	 6090	 1680	 330	 2,10 

2020000315 	 1.1/4	 31,8	 48,4	 51,5	 420	 6090	 1680	 445	 3,60 

2020065329 	 1.1/2	 38,1	 56,3	 59,6	 420	 6090	 1680	 533	 5,10

DIN EN 856 SAE 100 R15

APPLICATION	� Extremely high pressure hydraulic hose. Suitable for conveying petroleum based hydraulic 
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air.  
All STAUFF Flex Spiral hose is fully branded Flame Resistant US MSHA approval		
N0.IC-188  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers up to 1"

	 6 steel wire spiral layers 1.1/4" and above

TEMPERATURE RANGE	 -40°C +121°C



HIGH PRESSURE
HOSE2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065330	 3/8	 9,5	 17,2	 20,3	 280	 4060	 1120	 65	 0,70

2020065331	 1/2	 12,7	 20,7	 23,8	 280	 4060	 1120	 90	 0,84

2020065332	 5/8	 15,9	 24,6	 27,4	 280	 4060	 1120 	 100	 1,10

2020046974	 3/4	 19,0	 27,7	 30,7	 280	 4060	 1120 	 120	 1,33

2020047054	 1	 25,4	 34,9	 38,0	 280	 4060	 1120	 155	 1,85 

FLEXLINE 4000

APPLICATION	 Constant 280 bar working pressure hose across all sizes. Suitable for petroleum based 	
	 hydraulic fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based 		
	 fluids and air.

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers

TEMPERATURE RANGE	 -40°C +121°C



HIGH PRESSURE
HOSE 2

 	       	
 	      	

 	      	
 	       	

WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065333	 3/8	 9,5	 17,5	 21,4	 445	 6452	 1780	 180	 0,78

2020065334	 1/2	 12,7	 20,2	 24,6	 425	 6162	 1700	 230	 0,93

2020065335	 5/8	 15,9	 23,8	 28,2	 350	 5075	 1400	 250 	 1,17

2020065336	 3/4	 19,0	 28,2	 32,2	 350	 5075	 1400 	 300 	 1,48

2020065337	 1	 25,4	 35,3	 39,7	 280	 4060	 1120 	 340 	 2,02

STAUFF SHIELD SSP	 High Abrasion Resistant

APPLICATION	� High abrasion resistant hose increases service life in harsh enviroments and in heavy duty 	
applications. Suitable for high pressure lines conveying petroleum based hydraulic 		
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 
Eliminates the need for spring guards, nylon sleeving and any other hose protection. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers up to 1"						    
	 6 steel wire spiral layers 1.1/4" and above

TEMPERATURE RANGE	 -40°C +100°C (Peak Temp 120°)

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue

For further technical details on
HIGH ABRASION

RESISTANT HOSES
see page xxvi
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020065338	 3/4	 19,0	 28,4	 32,2	 420	 6090	 1680	 280	 1,53

2020065339	 1	 25,4	 35,2	 38,7	 380	 5510	 1520	 340 	 2,06

2020065340	 1.1/4	 31,8	 41,9	 45,5	 345	 5002	 1380 	 460 	 2,46

2020065341	 1.1/2	 38,1	 48,8	 53,5	 290	 4205	 1160 	 560 	 3,35

2020065342	 2	 50,8	 63,2	 68,1	  250	 3625	 1000 	 700 	 4,55

STAUFF SHIELD SSH		 High Abrasion Resistant

APPLICATION	 High abrasion resistant hose increases service life in harsh enviroments and in heavy duty	
	 applications. Suitable for high pressure lines conveying petroleum based hydraulic 		
	 fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 	
	 Eliminates the need for spring guards, nylon sleeving and any other hose protection.  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - abrasion, ozone and weather resistant synthetic rubber

REINFORCEMENT	 4 High tensile steel wire spiral layers

TEMPERATURE RANGE	 -40°C +121°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue

For further technical details on
HIGH ABRASION

RESISTANT HOSES
see page xxvi
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020048261	 1/4	 6,4	 10,0	 11,8	 290	 4205	 1160	 40	 0,18

2020065343	 5/16	 7,9	 11,6	 13,6	 250	 3625	 1000 	 55 	 0,22

2020048264	 3/8	 9,5	 13,7	 16,5	 230	 3335	 920	 65 	 0,29

2020051689	 1/2	 12,7	 16,9	 19,0	 200	 2900	 800	 80	 0,35

2020065344	 5/8	 15,9	 20,5	 22,3	 150	 2175	 600	 105	 0,43

2020048266	 3/4	 19,0	 24,0	 26,2	 125	 1815	 500	 120 	 0,57

2020048267	 1	 25,4	 31,3	 34,0	 110	 1595	 440	 160	 0,82

STAUFF SHIELD 1SSK	 High Abrasion Resistant

APPLICATION	� High abrasion resistant hose increases service life in harsh enviroments and in heavy duty 
applications. Suitable for high pressure lines conveying petroleum based hydraulic 		
fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 	
Eliminates the need for spring guards, nylon sleeving and any other hose protection. 

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - double layer construction - rubber cover with UHMW

REINFORCEMENT	 1 High tensile steel braid

TEMPERATURE RANGE	 -40°C +100°C, peak temp 120°C

For further technical details on
HIGH ABRASION

RESISTANT HOSES
see page xxvi
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WIRE COVER
INCH MM OD  MM OD BAR PSI BAR MM KG/M

|   |
   |

   |
   |

   | 
  |   |   |   |   |      |   |

R

000000100
10SAP1010
101010000
100011111

2020048262	 1/4	 6,4	 11,1	 13,4	 450	 6530	 1800	 45	 0,29 

2020065345	 5/16	 7,9	 12,7	 15,0	 420	 6095	 1680	 60	 0,34 

2020048263	 3/8	 9,5	 15,1	 17,4	 385	 5515	 1540	 70	 0,44 

2020048265	 1/2	 12,7	 18,3	 20,6	 345	 4715	 1380	 90	 0,54 

2020049437	 5/8	 15,9	 21,4	 23,7	 290	 4205	 1160	 130	 0,63 

2020053157	 3/4	 19,0	 25,4	 27,7	 280	 3625	 1120	 160	 0,84 

2020065346	 1	 25,4	 33,3	 35,6	 200	 2755	 800	 210	 1,14

STAUFF SHIELD 2SSK		  High Abrasion Resistant

APPLICATION	 High abrasion resistant hose increases service life in harsh enviroments and in heavy 	
	 duty applications. Suitable for high pressure lines conveying petroleum based hydraulic 	
	 fluids, synthetic esters, biodegradable hydraulic fluids, water glycol based fluids and air. 	
	 Eliminates the need for spring guards, nylon sleeving and any other hose protection.  

CONSTRUCTION	 Tube - oil resistant synthetic rubber

	 Cover - double layer construction - rubber cover with UHMW

REINFORCEMENT	 2 High tensile steel braid

TEMPERATURE RANGE	 -40°C +100°C, peak temp 120°C

For information on
HOSE COUPLING

FERRULES
see separate
Catalogue6

For further technical details on
HIGH ABRASION

RESISTANT HOSES
see page xxvi




